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Perreaux Industries Limited makes no warranty for the use of its products, other than those 
expressly contained in the warranty detailed herein.  The Company assumes no responsibility 
for any errors which may appear in this document, reserves the right to change products or 
specifications detailed herein at any time without notice, and does not make any commitment 
to update the information contained herein.  No licenses to patents or other intellectual 
property of Perreaux are granted by the Company in connection with the sale of Perreaux 
products, expressly or by implication. 

Perreaux is a registered trademark of Perreaux Industries Ltd. 

Terms and product names in this document may be trademarks of others. 
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iiii The Decision Making Process 
 In this section, our objective is to help you extract the most out of your 

investment in your audio system.  May we take a moment of your time 
with the following suggestions. 

The aim of high fidelity audio is to attempt to recreate the original 
performance in its entirety via the recorded medium.  To help you get to 
know what various instruments really do sound like, listen to live concerts 
of musical performances that you prefer.  Select a few recordings of similar 
performances for comparison.  Your Perreaux equipment will (and the rest 
of your system should) provide a precise duplication in your listening area 
of the total musical performance, including the ambience of the venue in 
which the recording was made. 

Read 
Magazines 

Read hi-fi and audiovisual magazines, particularly the equipment reviews 
and letters to the editor sections.  Use these as a general guide only, and try 
to read "between the lines".  Remember no one specifically sets out to 
downgrade a particular piece of equipment, so what is not included in the 
review is often as important as the actual printed content. 

Choose Your 
Hi-Fi Dealer 

Carefully 

Choose your hi-fi dealer carefully; they are your professional guide.  
Preferably, they should be knowledgeable about music and recording 
techniques as well as the equipment itself.  They should be able to provide 
a total service, including installation, system "tuning" advice, problem 
solving and after sales service.  Frequent your dealer and listen to a variety 
of equipment using recordings, which are familiar to you.  Ask questions 
and listen to advice, but remember to trust your own ears to tell you what 
sounds right for you.  If possible, listen to your equipment choice in your 
own listening area before you finally make your purchase. 

When deciding on your system you will need to differentiate between sales 
gimmicks and cosmetic wizardry, as against practical features and 
facilities.  Recognise the "Christmas Tree Syndrome"- namely, the more 
flashing lights and switches the better it must be.  Bear in mind that you are 
paying for these, and because of the necessity of careful pricing, 
compromises may have been made in the internal component quality vital 
for accurate sound reproduction.  Each component through which the audio 
signal must pass will add its own character to the music you hear, hence 
the expression, "colouration".  Perreaux products are carefully designed to 
minimise componentry within the audio signal path.  All componentry used 
is of highest quality and only included when absolute necessity is 
established; no component is there for a free ride or to correct for 
deficiencies elsewhere in the circuitry.  With Perreaux, emphasis is placed 
on maximum sound quality, component and unit reliability and long life. 
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iiiiiiii Introducing the 
 Perreaux Radiance Series 
 The Perreaux “Radiance” series is our finest quality offering.  This series 

incorporates some of the highest levels of audio engineering available 
today. 

Key Features Compact 

Stylish 

High-powered design 

Dual mono, linear power supply construction 

Enhanced audio design – featuring, non-invasive protection system, 
full DC coupling, minimal internal wiring, non-magnetic 
componentry and advanced MOSFET output stage 

Fully microprocessor controlled – featuring, high-level control, 
protection and display options 

Remote controller, custom designed and built 

Phono and USB options 

Fully software upgradeable 

 
The Perreaux “Radiance” series takes you even closer to the elusive 
goal of “The Perfect Re-creation of a Musical Event”. 
 
From all of us at Perreaux Industries Limited, thank you for choosing the 
Perreaux Radiance Series R200i integrated amplifier. 

 

Martin van Rooyen 
Managing Director 
Perreaux Industries Ltd 

 



 

 5 

iiiiiiiiiiii Important Safety Instructions 

Note: Please read all instructions carefully before attempting to operate 
your Perreaux R200i integrated amplifier. 

 Please disconnect your system from the mains before attempting to 
connect or disconnect cables. 

Please disconnect your system from the mains before attempting to 
clean your unit. 

Please keep electrical equipment out of reach of children. 

Please unplug sensitive electronic equipment during electrical 
storms. 

Please replace any fuse with the value and type specified. 

DO NOT disconnect the mains earth from the system. 

Avoid operating the R200i with the cover removed. 

Avoid using any liquid inside the R200i. 

Avoid restricting or blocking ventilation access for the R200i. 

DO NOT bypass any fuse. 

DO NOT attempt to repair the R200i.  In the event of a problem, 
please contact your Perreaux dealer. 

Avoid exposing the R200i to extremely high or low temperatures. 

DO NOT operate this product in an explosive atmosphere. 
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1111 Features at a Glance 
Remote 

Controller 
Fully Featured  
Full control of the amplifier, and connected Perreaux Radiance series 
peripherals is possible with the custom designed 36-button remote 
controller. 

LED Indication 
Each time a key is depressed, a LED representing the selected source is 
illuminated briefly.  This greatly avoids confusion. 

Compact and Ergonomic 
Designed to sit snugly in the palm of your hand, the remote is compact, 
comfortable to hold and practical to use. 

Quality 
The remote is constructed from high quality cast zinc and acrylic materials. 

Custom Designed and Built 
The remote has been custom designed and built by the Perreaux engineers 
and befits the Radiance series perfectly. 

Integrated 
Amplifier 

Integrated 
By eliminating the interface between separate pre and power amplifiers and 
removing concerns about impedance matching, the R200i provides a 
shorter, purer signal path without costly exposed interconnect cables and 
separate power cords. 

Stylish 
The front panel is carved from 10mm (0.39 inch) thick aluminium, and 
then heavily electroplated in either a Satin or Black Chrome finish.  
Particular attention has been paid to every aspect of the product styling.  
All control functions and display settings are accessed from within the 
central ellipse on the front panel.  The cover is made from high gloss black 
acrylic. 

Compact 
At 430mm wide x 105mm high x 340mm deep (16.9” x 4.1” x 13.4”)  The 
R200i is extremely compact. 

Highly Powered 

Capable of continuously delivering 200W into 8Ω (360W into 4Ω), the 
R200i is highly powered.  Utilising 6 very high current Toshiba MOSFETs 
per channel, the R200i handles even the most difficult loads with ease. 
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 Dual Mono Construction 
Featuring dual mono construction.  There are two separate toroidally 
wound power supplies, rectification and smoothing sections.  This 
topology maintains maximum channel separation independent of load. 

Dual Capacitive Smoothing 
Four filter capacitors (40,000uF per channel, 80,000uF total) per channel 
are coupled in parallel to reduce power supply resistance.  The power 
supply is extremely rigid, capable of delivering huge amounts of power 
instantaneously.  The result is significantly improved dynamic capabilities. 

Separate Control Toroidal Power Supply 
All control circuitry is supplied from a separate toroidally wound multi tap 
transformer.  This eliminates any risk of noise contamination through the 
supply. 

Large High Quality Binding Posts/Speaker B Selector 
The output of the amplifier features two pairs of high quality binding posts 
per channel that enables two separate zones to be controlled.  Alternately at 
the touch of a button they can be internally coupled, and used for bi wiring 
a single pair of speakers. 

Sophisticated Protection Package 
The R200i features a sophisticated protection package for the amplifier and 
connected load.  Protection covering: supply (soft charge), clipping, over 
current, over temperature, DC offset, internal AC supply, DC fuse 
protection.  

Non-Invasive Protection 
The protection is non-invasive and therefore will not alter or degrade the 
signal path 

Full DC Coupling 
The amplifier is fully DC coupled from the preamplifier input terminals to 
the speaker binding posts. 

Totally Microprocessor Controlled 
All functions are managed by a powerful onboard microprocessor.  

Full Information 
In the event that the amplifier protects itself, the user is fully informed of 
any activity via the display. 

Highest-Grade Double-Sided Printed Circuit Boards 
All printed circuit boards utilised within the R200i are constructed from the 
highest-grade fiberglass base stock.  Tracks are etched from 2oz copper. 
This provides added stability under variable thermal or electrical loads and 
assures maximum signal integrity, separation and product life. 
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 Minimal Internal Wiring 
Meticulous attention to the overall design and placement of each 
component has resulted in an internal environment that is virtually devoid 
of all internal wiring. 

Ultra Short Signal Path 
Careful attention has been paid to the signal path within the amplifier.  It is 
ultra short and very carefully routed to avoid power components and digital 
lines. 

Thermal Management System 
Comprehensive thermal monitoring.  Left and right heat sink temperature 
(Cº) is displayed in real time on the display.  These variables are utilised by 
the microprocessor for individual channel over temperature monitoring and 
protection. 

Non-Magnetic Components Used for the Chassis and Cover 
The chassis and all associated metalwork have been manufactured from 
high quality grade aluminum and acrylic.  These high quality non-magnetic 
components negate the possibility of harmful circulating eddy currents 
building up within the amplifier. 

Directly Soldered Preamplifier Inputs and Outputs 
Preamplifier Inputs and Outputs are directly soldered to the printed circuit 
board.  There are no connecting cables to increase parasitic inductance, 
capacitance and resistance. 

Highly Customisable 
The R200i is highly user configurable.  Options to assign input labels, 
balance, initial volume, maximum volume, brightness, display timeout, 
energy saver, speaker B and last input used, provide maximum flexibility 
to the user.  All user settings are retained in non-volatile EEPROM.  

Home Theatre Integration 
The preamplifier bypass function enables effortless integration into a home 
theatre system. 

Two-Volume Level Instruction Set 
The R200i can be programmed with two volume level instruction sets.  The 
first set applies a default to the switch on volume level.  The second applies 
a limit to the maximum setting of the volume control. 

Dual Ramp Speed Volume Control 
The volume control ramps upward from 0 to 59 in approximately 10 
seconds and downward from 59 to 0 in approximately 5 seconds. 

  
 
 


